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CABLE ANCHORAGE SYSTEM
~0G or fill slope
Pipe cap
S
€|
£
oL —150 mm (2"
o3 o
o 7 See Detail D
/|
/
Ly 4 — Pipe downdrai /
| 1_3 _— ipe downdrain /
~19 mm (¥4"&Cable /

150 mm (6" & Je m o sems,
Steel pipe Onis’ Y oo
— Class 4 concret 4 OP' Seo

[ | ass concrete Ng 057

DETAIL B
STEEL PIPE PILE DETAILS

FOR CABLE ANCHORAGE SYSTEM
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DETAIL A
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DETAIL C
BAND AND CABLE ASSEMBLY DETAIL

 See Detail A
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FOR CABLE ANCHORAGE SYSTEM

/~ Cable 6 x 19 - IWRC

/

Thimble

25 mm x 460 mm (" x 18"
Jaw & jaw turnbuckle

~— Thimble

/

wo™
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These "Standard Plans for Construction of Local Streets and Roads" contain units in two
systems of measurement: International System of Units (SI or "metric") and United States
Standard Measures shown in the parentheses (). The measurements expressed in the
two systems are not necessar\\y equal or mferchangeab\e See the "Foreword" at the

NOTES:

.19 mm (¥") & cable shown, 13 mm (//,") & cable is allowable for

. Slip joints not shown.
. See Standard Plan D87A for Corrugated Metal Pipe Downdrain Anchor

Cable clamps
4 @ 115 mm (4%2" 0C

R
/ /\\\

Y “Cable anchor plate )

\ See plate detail on |

Standard Plan D87A /

“Cable clamp /
19 mm (¥4" Galvanized Cable’

CABLE ANCHOR TERMINAL DETAIL

All hardware to be galvanized after fabrication. All pipe stakes to be
either galvanized after fabrication, or be fabricated from
pre-galvanized pipe. If pre-galvanized pipe is used, weld areas shall

be cleaned, and painted with zinc-rich primer.

Diameter of downdrain 600 mm (24") maximum.

pipe downdrain diameters of 200 mm to 375 mm (8" x I5").

Assembly. See Standard Plan D87B for Plastic Pipe Joint Restrainer
Assembly.
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